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IMPROVING YOUR WORLD

Reynolds, Smith and Hills, Inc.
4525 Airport Approach Road, Ste Al
Duluth, Minnesota 55811
218-722-1227 FAX 218-722-1052
www.rsandh.com
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INLET APRON INSTALLED IN TEMPORARY
CONSTRUCT TEMPORARY BERM BERM CL ROADWAY DULUTH INTERNATIONAL AIRPORT
10" DIA. FLEXIBLE PLASTIC . 16
DRAINAGE PIPE l\gES\R/AELE -~ — CONSTRUCTION AREA A
WIRE PIPE TO TWO 2" X 2° \ & ASSOCIATES, P.A.
» BALES PLACED ON . o
WOOD STAKES EMBEDDED 10 EDGE, BUTTED TIGHT Engineers & Architects
MIN. IN THE GROUND 227 WEST FIRST STREET, SUITE 200
DULUTH, MINNESOTA 55802
TWINE OR WIRE Ph: 218.727.3282  Fx: 218.727.1216
20" MIN. www.krechojard.com
6'0" 80"
MAX.
i _ CRITICAL RESOURCE (WETLAND ETC.) NORTH
\; PROVIDE RIPRAP AT OUTLET DEVELOPMENT
( SPEC 3892 )
DESIGN GUIDELINES:
STORM FREQUENCY: 2 YEAR — 24 HOUR P — —
MAXIMUM DRAINAGE AREA: 3 ACRES BALE BARRIERS report was prepared by me o under my
TO BE USED FOR CRITICAL PERIMETER CONTROL AREAS direct supervision and that | am a duly
Licensed Professional Engineer under the
((SPEC. 2673 ) laws of the State of Minnesota.
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Typed Name SCOTT T. STEMPIHAR

Date 08/18/09  Reg. No. 47565

FLow ¢ ® REVISIONS

—_—

177 NO. DESCRIPTION DATE
Smal \2@*
6" STAPLES AT 1'-0 C.

BLANKET METHOD

EMBEDMENT METHOD

24" MIN CONSTRUCT DIVERSION MOUND

FROM MATERIAL OBTAINED BALE BARRIER DETAIL

FROM ROADWAY CUT

FLOW —
. GROUND LINE NOTES:
I / SEE SPECS. 2573, 3892, & 3894.
ROCKS AT ENTRANCE CLEAN WORKSITE NUD OFF OF TRUCK TIRES BEFORE TRUCKS ENTER MAIN ROAD. KEEPING
L MUD OFF THE ROAD WILL PREVENT AUTQ DAMAGE AND KEEP CONSTRUCTION SEDIMENT OUT OF DRAINAGE SYSTEMS DATE ISSUED: 08-18-2009
DO NOT CONSTRUCT DITCH AND WETLANDS. REVIEWED BY: PJM
DRAWN BY: SCA
(D W=10FT MN, 20 FT. WAX. DESIGNED BY: DuL
D=2 FT.
@ AEP PROJECT NUMBER
TWO 2 IN. X 2 IN. WOOD STAKES OR REINFORCING BARS IN EACH BALE EMBEDDED 10 INCHES
DIVERSION MOUND MINMUM IN THE GROUN. 214-1882-093
PLACE A CATEGORY 3 EROSION CONTROL BLANKET, 6 FT. WIDE MINIMUN, OVER THE BALE INSTEAD OF (©)2009 REYNOLDS, SNITH AND HILLS INC.

DESIGN GUIDELINES: TRENGHING
STORM FREQUENCY: 10 YEAR - 24 HOUR 8
MAXIMUM DRAINAGE AREA: 5 ACRES MAXIMUM SHEET TITLE

DIVERSION:  GRADE 5% EROSION’ AND
SEDIMENTATION
CONTROL NOTES

AND DETAILS
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